
 

 

P/N Frequency Connector Dimensions 

B-371-1 433.9 MHz BNC Male (90°) 28.3 x 140.0 mm 

B-418-1 440~480 MHz BNC Male (90°) 28.3 x 140.0 mm 

B-418-2 149 MHz BNC Male (90°) 28.3 x 140.0 mm 

B-418-3 170 MHz BNC Male (90°) 28.3 x 140.0 mm 

B-419-1 155 MHz BNC Male (90°) 28.3 x 140.0 mm 

B-419-2 85.955 MHz BNC Male (90°) 28.3 x 140.0 mm 

 

 

 

 

 

B-371-2 166 MHz BNC Male  14.5 x 148.0 mm 

B-371-3 151~162 MHz BNC Male  14.5 x 148.0 mm 

B-371-4 162~174MHz BNC Male  14.5 x 148.0 mm 

B-371-8 500~600 MHz F Male 10.5 x 120.0 mm 

B-371-14 400~480 MHz BNC Male  14.5 x 148.0 mm 
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Antenna 
B-371 Series 
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B-371-5 433.9 MHz BNC Male 14.5 x 134.5 mm 

B-371-7 460 MHz BNC Male 14.5 x 134.5 mm 

B-371-9 315 MHz BNC Male 14.5 x 134.5 mm 

B-371-10 426 MHz BNC Male 14.5 x 134.5 mm 

B-371-11 433 MHz BNC Male 14.5 x 134.5 mm 

B-371-12 868 MHz SMA Male 10.5 x 120.0 mm 

B-371-13 429~439 MHz BNC Male 14.5 x 134.5 mm 

 


